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NOTE:
1. Standard:comply with the BS testing Standard
2. Colour:the glaze colors of the insulators are brown or light gray.
 3.Standard Testing: Specification: BS137 

      青 岛 金 凯 电 气 设 备 有 限 公 司
                       QINGDAO  COSINE ELECTRICAL EQUIPMENT CO.,LTD

(BS BALL&SOCKET TYPE)
SUSPENSION        INSULATORS   
 普  通  型  悬  式  绝  缘 子（BS)

70KN 80KN 125KN

XP-70 XP-80 XP-125

254 254 254

140/146 140/146 146

16mmB 16mmB 20

292 292 292

70 80 125

28 32 50

Power Frequency Dry,KV 78 78 78

Flashover Voltage Wet,KV 45 45 45

50% Impulse Pos,KV 120 120 120

Flashover Voltage Neg,KV 125 125 125

Power Frequency Dry,KV 70 70 70

Withstand Voltage Wet,KV 40 40 40

110 110 110

110 110 110
4.6 4.6 5

Combined M & E Strength,KN

Routine Test Load,KN

Power Frequency Puncture Voltage,KV
Net Weight,Approx.,kg

Impulse Withstand Voltage,KV

Porcelain Disc Diameter,D,mm

Unit Spacing,H,mm

Standard Coupling to BS 3288

Creepage Distance,mm

BS Class

Type


